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- NEW ENGLAND CONSERVATION / WILDLIFE MIX _ T TES:
(BY Lms\ ENGLAND WETLAND PLANTS INC.): (BY NEW ENGLAND WETLAND PLANTS INC.): . GRADING, AND PLANTING OF BIORETENTION SHALL BE COMPLETED IN EARLY PHASES OF NYLOPLAST INLINE DRAIN WITH DOME GRATE Portsmouth, NH 03801

COMMON _NAME LATIN NAME CONSTRUCTION. PLANTS AND SEED ON SLOPES AND BOTTOM OF BASIN MUST BE
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AREA. PLANTS AND SEED MIX SHALL HAVE A MINIMUM OF 6 MONTHS GROWING, BE
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K LOWERED IN THE BIOREMEDIATION AREA BY RELYING ON DRY SEASON AND OR DRY SPELLS; -
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SINGLE WALL), N—12 HP, PVC
SEWER (EX: SDR 35),

PVC DWV (EX: SCH 40), PVC

/ 6" PONDING AREA 2. A NEW ENGLAND WETMIX WILL BE DISPERSED AT THE BOTTOM 6" OF THE BANK AND BELOW £900,/C905,
Ny,

1. A NEW ENGLAND CONSERVATION / WILDLIFE MIX WILL BE DISPERSED IN AND ADJACENT TO
THE BANK OF THE BIORETENTION AREA AT A RATIO OF 1 POUND PER 1,750 SQUARE FEET
AS AVAILABLE FROM NEW ENGLAND WETLAND PLANTS OR APPROVED EQUAL, INC. 820 WEST
ST., AMHERST, MA, 413-548-8000.

DEPTH PER PIPE
MANUFACTURER
RECOMMENDATION

MINIMUM PIPE BURIAL

PLANS/TAKE OFF

INVERT ACCORDING TO

OF THE BIORETENTION AREA AT A RATIO OF 1 POUND PER 2,500 SQUARE FEET AS 3 > CORRUGATED & RIBBED PVC
2 MULCH AVAILABLE FROM NEW ENGLAND WETLAND PLANTS, INC. 820 WEST ST., AMHERST, MA, A /
, shmﬂ_o_.:c_o_zq

413-548-8000.

/// 18” GROWING 18" SOIL FILTER 3. LOAM AND SEED ALL NON-BIOREMEDITATION AREAS WITH UPLAND MIX TO PROVIDE N (CORRUGATED HDPE SHOWN)
UNDISTURBED SOIL N MEDIUM VEGETATIVE COVER AND EROSION CONTROL. g -

4. ALL PLANTINGS SHALL BE MONITORED AND REPLACED AS NECESSARY DURING THE TWO-YEAR w _ m
ESTABLISHMENT PERIOD. R —

5. PLANTING SOIL SHALL HAVE PH RANGE OF 5.5—-6.5%, ORGANIC MATTER OF 1.5-3.0%.
PLANTING SOIL SHALL HAVE A SANDY LOAM, LOAMY

, SAND, OR LOAM TEXTURE PER USDA TEXTURAL TRIANGLE. MAXIMUM CLAY CONTENT IS <5%,

6 MINIMUM SUB—SOIL 60—70% SAND; 10% LEAF COMPQOST*; AND THE BACKFILL MATERIAL SHALL BE CRUSHED STONE OR OTHER
25—-30% TOPSOIL. THE SOIL SHALL BE A UNIFORM MIX, FREE OF STONES, STUMPS, ROOTS, GRANULAR MATERIAL MEETING THE REQUIREMENTS OF CLASS II

OR OTHER SIMILAR OBJECTS LARGER THAN 2”. MATERIAL AS DEFINED IN ASTM D2321. BEDDING & BACKFILL FOR

LEAF COMPOST IS ESSENTIALLY COMPOSED OF AGED LEAF MULCH AND PROVIDES ADDED SURFACE DRAINAGE INLETS SHALL BE PLACED & COMPACTED
ORGANIC MATTER. A SIEVE ANALYSIS, PH, AND UNIFORMLY IN ACCORDANCE WITH ASTM D2321.

ORGANIC MATTER TEST SHALL BE SENT TO UMASS SOIL TESTING LAB OR APPROVED EQUAL

FOR APPROVAL BY LANDSCAPE ARCHITECT. SOIL
._-<_v_n>_l W_me._-mz._-_oz >xm> nwomm Mmq_oz SHALL BE AMENDED TO MEET THESE SPECIFICATIONS FOR APPROVAL. THIS PRINT DISCLOSES SUBJECT MATTER IN WHICH NYLOPLAST | DRAWNBY ~ EBC | MATERIAL 3130 VERONA AVE
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HEREIN, OR MANUFACTURE OF ANY ARTICLE HEREFROM, FOR THE TTLE PROFESSIONAL ENGINEER FOR

DISCLOSURE TO OTHERS IS FORBIDDEN, EXCEPT BY SPECIFIC | pare 6:28-11 INLINE DRAIN WITH DOME GRATE ALLEN & MAJOR ASSOCIATES, INC.
WRITTEN PERMISSION FROM NYLOPLAST. QUICK SPEC INSTALLATION DETAIL
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_, u.ooo_um_ ,.. 3,:.&_ >%_._n>sz<<me”
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S ”. 67 PVC-SDR 35 ) L Free Draining Backf] SURoRAOE 225 FRANKLIN STREET, 26TH FLOOR

STONE m BITUMINOUS Behind Wall BOSTON, MA 02110
1 6” 45 BEN PAVEMENT l.\l—.\.\lzo:|$o<o: Geotextile
PROJECT:

Fabric (If Specified)

4" SLOTTED ADS, : |
PERFORATED SDR-35 — FLOW 41" Bottom DRIP STRIP DETAIL ORION

PVC OR EQUAL. 12° MIN. | % % Block NOT TO SCALE STUDENT HOUSING
5”x5” SATIN BRASS GRATE /‘ Perforated Sock 25/35 MAIN STREET

Drain
FILTER FABRIC TO BE MODEL MIRAFI MODEL #9138 AS NOTE: Crushed Stone -
: lina P (As Specified by DURHAM, NEW HAMPSHIRE
AA.OZO_N>_U_U_NO<NO>_|._.M_»Z>._.m. MANUFACTURED BY _.|_N>memom>._.m>mmM§m_u<wI>_|_.ZO._. DmngﬁZOHmm” Leveling Pad m:om:mo_‘v ! 5

NATIONAL DIVERSIFIED
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SLOPE OF 0.5%. APPROVED EQUAL MANUFACTURER. ARE PROTOTYPICAL N NATURE . FULL_ SHOP. PROJECT NO. 1925-01| DATE: 06-09-14

REFER TO PLAN FOR PIPE INVERTS © ot S FOR LOCATION DRAWINCS STAMPED BY A NEW HAMPSHIRE
PROFESSIONAL ENGINEER WILL BE REQUIRED . .
PO SIONAL (NGINEER MILL BE_REC SCALE: AS SHOWN | DWG. NAME:  C - DETAIL

COMMENCEMENT OF WORK.
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TYPICAL GRAVITY WALL WITH 41" BLOCKS
NOT TO SCALE

PREPARED BY:

ALLEN & MAJOR
GEQTEXTILE ~—1.5 T0 3.0° ¢ CLEAN BUILDING >MMOOH>HHW ) HZO

3 civil & structural engineering ¢ land surveying
WMM_M“%<MH<MrOvm WASHED STONE FLL FACE environmental consulting ¢ landscape architecture

WITH 4" OVERLAP ) ) ) www.allenmajor.com

., NYLOPLAST CLEAN 250 COMMERCIAL STREET
8" PERFORATED —~ OUT END CAP. SUITE 1001

HDPE PIPE (TYP.) ADJUST TO GRADE MANCHESTER, NH 03101

FINISHED GRADE TEL: (603) 627-5500
FAX: (603) 627-5501
WOBURN, MA ¢ LAKLEVILLE, MA e MANCHESTER, NH

3/4” CRUSHED —

STONE COMPACTED BELL REDUCER
IN MAX. 8” LOOSE

8" PERF. HDPE DRAIN:
_m___qu%o www MIN: " SEE PLAN ALIGNMENT SNAP CONNECTION MEDIA FOR HIS/HER INFORMATION AND USE FOR SPECIFIC
. |_PIPE 0.D. + 16" | o APPLICATION TO THIS PROJECT. DUE TO THE POTENTIAL THAT THE
__ = MAGNETIC INFORMATION MAY BE MODIFIED UNINTENTIONALLY OR
o

PIPE 0.D. + 16"

ROOF LEADER CLIENT/CLIENT'S REPRESENTATIVE OR CONSULTANT MAY BE
PROVIDED COPIES OF DRAWINGS AND SPECIFICATIONS ON MAGNETIC

GASKETED SPIGOT B 45 BEND \\wc__._u_zo THIS DRAWING HAS BEEN PREPARED IN ELECTRONIC FORMAT.

WBPEZ OTHERWISE, ALLEN & MAJOR ASSOCIATES, INC. MAY REMOVE ALL
INDICATION OF THE DOCUMENT'S AUTHORSHIP ON THE MAGNETIC
E MEDIA. PRINTED REPRESENTATIONS OF THE DRAWINGS AND
6” ADS PIPE (TYP) SPECIFICATIONS ISSUED SHALL BE THE ONLY RECORD COPIES OF
ALLEN & MAJOR ASSOCIATES, INC.'Ss WORK PRODUCT.
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