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APPLICANT\OWNER:

ORION UNH LLC
225 FRANKLIN STREET, 26TH FLOOR
BOSTON, MA 02110
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STRENGTH AND LEAK PROOF QUALITIES CONSIDERED NECESSARY FOR THE e R (HARD_WIRED g
INTENDED SERVICE. SPACE REQUIREMENT AND CONFIGURATIONS SHALL BE AS DHUI?2 ety ( \‘\\ _N\\\G\ STUDENT HOUSING
SHOWN ON THE DRAWING. THE COMPLETE STRUCTURE SHALL BE OF SUCH FIELD_JONT REQURED 7 \\\ \ &5

MATERIAL AND QUALITY AS TO WITHSTAND (H—20 LOADING) OR WITHOUT FAILURE
AND PREVENT LEAKAGE IN EXCESS OF ONE GALLON PER DAY PER VERTICAL FOOT
OF MANHOLE.
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SEAL WITH TEST EACH SIDE 5 L ELECTRICAL QUICK DISCONNECT—
"LINKSEAL” OR TEE WITH NEMA 6P (EQD)
KOR—N—SEAL TREADED CAP | |-_3" MAX. PROJECTION S et o D \Z DISCHARGE 1 1/4* FPT
BOOT. L 48" T0P OF SHELF SHALL | OF PIPE INTO MANHOLE PLAN o >8m_3A P oo (304 55
BE 1”7 ABOVE CROWN OF ” PVC PIPE (STANDARD).
FORCEMAIN o HIGHEST PIPE 4 ] | r_ PFoR SHPVENT (NOT P e sy ALLEN %N Z>H OR
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T PIPE PIPE — SS.
CROWN OF HIGHER : _ .
NOTE: : ; 1 1/4* DISCHARGE LINE L . : ? :
e cure s ot Teen - _, | e sl enainesing s d et
SECURE TO TO INSURE THAT THE BRICK |7, —_— / /m_m_m SHEET 2 42 8in . , 7 = www.allenmajor.com
mqmcomaw_mmw _%__HM _oz%Zmﬂ_Lwﬂ_me%on , e , FOR JOINTING 1087mm R ,; \mnmmw%zm 250 COMMERCIAL STREET
DETAIL SUITE 1001
GRAVITY SEWER SEWER INVERT. | ae SECTION B—B BRICK MASONRY piac == =S MANCHESTER, NH 03101
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MANHOLE NOTES:
SET FORCEMAIN CROWN TO 1. THE MANHOLE, INCLUDING ALL COMPONENT PARTS, SHALL HAVE ADEQUATE SPACE, STRENGTH AND LEAKPROOF QUALITIES CONSIDERED

MATCH SEWER CROWN. NECESSARY FOR THE INTENDED SERVICE SPACE REQUIREMENTS AND CONFIGURATIONS, SHALL BE AS SHOWN ON THE DRAWING. MANHOLES
PROFILE INVERT CHANNEL TO MAY BE AN ASSEMBLY OF PRECAST SECTIONS, WITH OR WITHOUT STEEL REINFORCEMENT, WITH ADEQUATE JOINTING, OR CONCRETE CAST
PERMIT FLOW TO GRAVITY SEWER MONOLITHICALLY IN PLACE WITH OR WITHOUT REINFORCEMENT. IN ANY APPROVED MANHOLE, THE COMPLETE STRUCTURE SHALL BE OF SUCH
MATERIAL AND QUALITY AS TO WITHSTAND LOADS OF 8 TONS (H—20 LOADING) WITHOUT FAILURE AND PREVENT LEAKAGE IN EXCESS OF ONE
GALLON PER DAY PER VERTICAL FOOT OF MANHOLE, CONTINUOUSLY FOR THE LIFE OF THE STRUCTURE. A PERIOD GENERALLY IN EXCESS OF
25 YEARS IS TO BE UNDERSTOOD IN BOTH CASES.

THIS DRAWING HAS BEEN PREPARED IN ELECTRONIC FORMAT.
CLIENT/CLIENT'S REPRESENTATIVE OR CONSULTANT MAY BE
PROVIDED COPIES OF DRAWINGS AND SPECIFICATIONS ON MAGNETIC
MEDIA FOR HIS/HER INFORMATION AND USE FOR SPECIFIC
APPLICATION TO THIS PROJECT. DUE TO THE POTENTIAL THAT THE
MAGNETIC INFORMATION MAY BE MODIFIED UNINTENTIONALLY OR
OTHERWISE, ALLEN & MAJOR ASSOCIATES, INC. MAY REMOVE ALL
INDICATION OF THE DOCUMENT'S AUTHORSHIP ON THE MAGNETIC
MEDIA. PRINTED REPRESENTATIONS OF THE DRAWINGS AND
SPECIFICATIONS ISSUED SHALL BE THE ONLY RECORD COPIES OF
ALLEN & MAJOR ASSOCIATES, INC.'Ss WORK PRODUCT.

DRAWING TITLE: SHEET No.

INVERTS AND SHELVES. MANHOLES SHALL HAVE A BRICK PAVED SHELF AND INVERT, CONSTRUCTED TO CONFORM TO THE SIZE OF PIPE AND

FLOW. AT CHANGES IN DIRECTION, THE INVERTS SHALL BE LAID OUT IN CURVES OF THE LONGEST RADIUS POSSIBLE TANGENT TO THE CENTER
LINE OF THE SEWER PIPES. SHELVES SHALL BE CONSTRUCTED TO THE ELEVATION OF THE HIGHEST PIPE CROWN AND SLOPE TO DRAIN

ﬂO’ﬂMm?o_mzA.“NOImﬁ_-’%gwm TOWARD THE FLOWING THROUGH CHANNEL. UNDERLAYMENT OF INVERT AND SHELF SHALL CONSIST OF BRICK MASONRY.
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